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EXISTING PAVEMENT TO BE REMOVED —
(4" BITUMINOUS & +10" P.C. CONCRETE)

EXISTING SUBGRADE TO REMAIN
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EXISTING CURB & GUTTER TO BE REMOVED

EXISTING P.C. CONCRETE SIDEWALK TO BE REMOVED
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PROPOSED LEGEND
(5) PROPOSED HIGH-EARLY-STRENGTH PORTLAND CEMENT
CONCRETE PAVEMENT, 10"
OR
PROPOSED HIGH—EARLY~STRENGTH PORTLAND CEMENT
CONCRETE PAVEMENT, 10", STAMPED & COLORED
(IN CROSSWALKS)
(6)  PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE B, 4"
(7)  PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12
EXISTING TYPICAL CROSS SECTION PROPOSED TYPICAL CROSS SECTION
. PROPOSED PATTERN, COLOR, PORTLAND CEMENT CONCRETE
WESTERN AVENUE WESTERN AVENUE SIDEWALK, 57, SPECIAL :
STA 0+91.81 TO STA 2+09.45 STA 0+91.81 TO STA 2+09.46
STA 7+17.83 TO STA 8+40.19 STA 7+17.83 TO STA 8+40.19
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